
Dyson lighting



“ I believe good lighting is about sustainability, 
practical efficiency and long-lasting performance. 
Over the past 10 years, we’ve invented ways 
to improve lighting precision and LED lifespan. 
Working with architects and lighting designers, 
we’re now developing flexible technology that 
can adapt to different tasks – optimizing the 
experience for the user.”

  Jake Dyson 
Director and Chief Lighting Engineer



Powerful light, precisely  
where you need it.
Neglecting to protect LEDs from  
heat can damage their phosphorus 
coating, degrading brightness.
That’s why Jake Dyson introduced  
Heat pipe technology to direct heat 
away from the LEDs to sustain  
their brightness.
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Dyson lighting works differently

 Precise optical control

Heat pipe technology to cool LEDs. 
For powerful light, precisely  
where you need it. 

 Heat pipe technology

 High power LEDs for powerful light

Designed from the inside out.
Dyson lighting has  
all this technology. 



Heat sink

Copper heat pipe

LEDsLens Baffle blade

Stage 1
When the light is switched on,  
the heat generated by the LEDs  
turns the water inside the tubes  
into vapor. The vapor begins  
moving along the tubes due  
to the difference in pressure.

Stage 2
As soon the vapor reaches  
a cool area of the tube, it  
condenses back into water.  
The remaining heat energy  
is dissipated through the  
finned aluminum heat sinks  
that form the light’s wings.

Stage 3
A copper wick draws the  
water back towards the LEDs  
via capillary action, and the  
cycle begins again.

Heat pipe technology  
cools the LEDs:

What is Heat pipe technology?
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Combined up and down light
with full flexible control. 

Powerful up and down light from one product.

Custom-engineered lens and trim blades 
project direct light precisely where you need it.

The down-light projects up to 722lx at 4000K 
evenly over an area of 10.5ft x 5.3ft / 3.2m x 1.6m 
when mounted 4.3ft / 1.3m above the task area.1

The up-light projects up to 733lx at 4000K evenly 
over an area of 13ft / 4m wide when mounted 
at a 15.8in /400 mm drop height from the ceiling.1 

High efficacy with up to 113 lm/W at 4000K.

Weighs only 7lb / 3.2kg. 

5 year warranty (parts only).

Silver

Black

White

1Based on 50/50 split of up and down light.



The up-light casts a wide pool of indirect 
light on the ceiling for illuminating open 
spaces and the down-light creates focused, 
adjustable task lighting for working.



2Calculated lifetime based on LED L70.

Powerful LED light (5350lm at 4000K).

Custom-engineered lens and trim blades  
project direct light precisely where you need it.

LEDs stay bright for up to 180,000 hours.2 

Projects up to 674lx at 4000K evenly over an area 
of 10.5ft x 5.3ft / 3.2m x 1.6m when mounted  
4.3ft / 1.3m above the task area.

High efficacy with up to 94 lm/W at 4000K.

Weighs only 6lb 6oz / 2.9kg. 

5 year warranty (parts only).

Suspended down-light with a controlled  
pool of powerful illumination.

Silver

Black

White



Cu-Beam™ down-light is perfect 
for task surfaces such as meeting 
tables, reception desks, office 
and dining areas. 



Suspended up-light with an ultra-wide 
distribution of powerful illumination. 

Powerful LED light (7800lm at 4000K).

Custom-engineered lens projects wide beam  
of ambient light precisely where you need it.

Stays bright for up to 180,000 hours.2

Projects up to 690lx at 4000K evenly over an area 
of 13ft / 4m wide when mounted at 15.8in / 400 
mm drop height from the ceiling.

High efficacy with up to 92 lm/W at 4000K.

Weighs only 6lb 6oz / 2.9kg. 

5 year warranty (parts only).

2Calculated lifetime based on LED L70.

Silver

Black

White



Cu-Beam™ up-light makes indirect 
lighting possible, creating ambient 
lighting for open spaces like 
atriums, foyers, circulation areas 
and general office lighting.



Colorways – Floor and Clamp: Black/Silver, Black/Black. 
Desk: Black/Silver, Black/Black or White/Silver.

2Calculated lifetime based on LED L70.

Powerful warm white task light.  
Engineered for use in a relaxing space. 

Powerful LED light (648lx). Measured from 1.9ft / 
0.6m distance over 10.7ft2 / 1m2 task area.

Stays precisely where you need it.

Touch sensitive continuous dimming.

Conical reflectors help to reduce glare.

LEDs stay bright for up to 144,000 hours2  
due to Heat pipe technology. 

2 year warranty (parts only).



CSYS™ task lights give hotel guests powerful warm 
white light. They can position it precisely where  
it’s needed, to suit working and reading.



Colorways – Clamp: Black/Silver, Black/Black.  
Desk: Black/Silver, Black/Black or White/Silver.

2Calculated lifetime based on LED L70.

Powerful cool white task light.  
Engineered for the office environment. 

Powerful LED light (808lx). Measured from 1.9ft / 
0.6m distance over 10.7ft2 / 1m2 task area.

High-efficiency LEDs provide 30% more  
lumens per watt than our original model.

Stays precisely where you need it.

Touch sensitive continuous dimming.

Conical reflectors help to reduce glare.

LEDs stay bright for up to 144,000 hours2  
due to Heat pipe technology.

2 year warranty (parts only).



Cool white light can create an office-like environment.  
CSYS™ 4K task lights provide 25% more light on the task 
plane than the original CSYS™ task light (2700K).



5.1in  
(130 mm)

8.1in  
(206 mm)

1.8in  
(45 mm)

2.2in  
(55 mm)

12.2in (310 mm)

28.5in (725 mm)

3.1in (79 mm)

4.3in (110 mm)

8.1in (206 mm)

UNDER ELEVATION

Luminaire dimensions

H 3.5in (89 mm)  
W 28.5in (725 mm)  D 8.1in (206 mm)

Driver dimensions

H 2.2in (55 mm)  
W 12.2in (310 mm)  D 4.3in (110 mm)

Minimum clearance from ceiling

15.7in (400 mm)
Dimmable: DALI, PWM, 0-10V, 1-10V
Factory pre-set light split ratio:  
50% down-light / 50% up-light 
(available with 0-10 & 1-10V controls)

FRONT ELEVATION SIDE ELEVATIONVisit website for full downloadable  
technical specifications. 
wwww.dyson.com/lighting 
www.dysoncanada.ca/lighting

10.2in (260 mm)

2.0in  
(52 mm)



Luminaire dimensions

H 3.3in (83 mm)  
W 28.3in (720 mm)  D 5.1in (130 mm)

Driver dimensions

H 2.2in (55 mm)   
W 12.2in (310 mm)  D 4.3in (110 mm)

Minimum clearance from ceiling

15.7in (400 mm)

Visit website for full downloadable  
technical specifications. 
wwww.dyson.com/lighting 
www.dysoncanada.ca/lighting

1.8in  
(45 mm)

8.6in (225 mm) 6.9in (175 mm)

UNDER ELEVATION

1.7in  
(44 mm)

5.1in  
(130 mm)

2.2in  
(55 mm)

12.2in (310 mm)

28.3in (720 mm)

4.3in (110 mm)

FRONT ELEVATION SIDE ELEVATION



1.8in  
(45 mm)

2.2in  
(55 mm)

5.1in (130 mm)

4.3in (110 mm)

5.1in (130 mm)

TOP ELEVATION

Luminaire dimensions

H 2.3in (60 mm)  
W 28.3in (720 mm)  D 5.1in (130 mm)

Driver dimensions

H 2.2in (55 mm)  
W 12.2in (310 mm)  D 4.3in (110 mm)

Minimum clearance from ceiling

15.7in (400 mm)

FRONT ELEVATION SIDE ELEVATIONVisit website for full downloadable  
technical specifications. 
wwww.dyson.com/lighting 
www.dysoncanada.ca/lighting

5.1in  
(130 mm)

12.2in (310 mm)

28.3in (720 mm)



Luminaire dimensions

H 25.6in (650 mm) 
W 20.7in (527 mm)  D 4.6in (177 mm)

FRONT ELEVATION SIDE ELEVATIONVisit website for full downloadable 
technical specifications.
wwww.dyson.com/lighting
www.dysoncanada.ca/lighting

20.7in (527 mm)

25.6in 
(650 mm)

17.7in (450 mm)

6.9in (175 mm)

4.6in (177 mm)

2.2in 
(55 mm)

23.6in 
(600 mm)



29.5in 
(751 mm)

Luminaire dimensions

H 29.5in (751 mm) 
W 28.7in (729 mm)  D 1.5in (38 mm)

FRONT ELEVATION SIDE ELEVATIONVisit website for full downloadable 
technical specifications.
wwww.dyson.com/lighting
www.dysoncanada.ca/lighting

4.0in 
(101 mm)

20.0in (509 mm)

25.4in (645 mm)

28.7in (729 mm)



Luminaire dimensions

H 55.5in (1410 mm) 
W 28.6in (727 mm)  D 12.4in (315 mm)

FRONT ELEVATION SIDE ELEVATIONVisit website for full downloadable 
technical specifications.
wwww.dyson.com/lighting
www.dysoncanada.ca/lighting

28.6in (727 mm)

55.5in 
(1410 mm)

53.5in 
(1360 mm)

31.9in 
(810 mm)

12.4in (315 mm)

25.4in (645 mm)

20.0in (509 mm)







For more information  
please contact:
USA
855-720-6377
www.dyson.com/lighting
lighting@dyson.com

CANADA
877-397-6622
www.dysoncanada.ca/lighting
commercial.sales@dyson.com


